A New ly CoNserv ed PlA foNd PA iNt iNg eNr iChes t he old tow N of tAlliNN
to 1730s-1740s.
4 the mural appears on a grey background its focal point being a dark red flower surrounded by a black band. The central composition is surrounded by baroque ornamentation in segmental arches. the edges are marbled, seashells are placed to the corners and luxurious vases of flowers further inward. Broad ceiling panels are attached to the crossing beams with forged nails and the artwork is distempered on prime coating.
A Br i ef ov erv i ew of t h e r A h u Koh t u 5 e stAt e ow N er sh i P A N d Bu i ldi Ng h i story the rahukohtu 5 building is situated inside the heritage Conservation Area of the old town in tallinn. the estate next to the Patkul viewing platform consists of five joint buildings. The main building is the largest: it is a two storey house with an L-shaped floor plan and a cellar, all other buildings are set on the western edge of the estate. in 1859, a reconstruction project by Christoph August Gabler commenced and an appendage staircase was added to the centre of the main building, while by the rahukohtu street, a gatehouse with porte cochère was built. in the past, a medieval house was situated in the northern side of the main building.
5 the southern section is evidently built after the great fire of toompea in 1684 6 as older structures have survived on the basement level.
7 the eighteenth century construction and the plafond painting verify that either a substantial reconstruction work was carried out or restoration work took place after the fire. 8 the estate together with its outhouses was originally a residence for nobility and was owned by the fersen family for a long time.
9 one can venture a guess that the plafond painting was also ordered by a fersen descendant. the main building has kept its present appearance from the time when the owner of the estate Aleksander von wrede complet- ed a reconstruction project in 1859. Gabler's project split the painted area into two rooms of different sizes with a dividing wall and probably at the same time, the mural was covered with reed mats and then plastered. the ceilings of the new rooms were framed with exuberant late Classicist dentil cornices. later the estate was purchased by baron Constantin von Ungern-Sternberg.
t h e CoN di t ioN of t h e C ei li Ng PA i N t i Ng Befor e t h e CoNservAt ioN
in spite of the complex history of reconstructions and negligence, surprisingly the plafond painting on the first floor had survived and was in sound condition. the biggest destructor of the mural but also its preserver was the extensive reconstruction work of 1859 that ruined the compositional unity by introducing a dividing wall and massive dentil cornice but also reed mats that covered the mural saving the sensitive layer of paint. the pigment layer had been pulverised to a large extent before the conservation work started, i.e. the adhesive concentration in paint layer had declined considerably and there was only little adhesion left. in some places, the paint layer did not grip to the panels and came off together with the priming coating, leading to substantial losses. the mural was covered with a layer of dirt and lime powder that had penetrated the reed mats; panels were also damaged by hundreds of nails that were used to attach the mats; additionally, rainwater had leaked through the roof and had caused water stains on the panels. however the pigments had retained their brightness and the composition was graspable both in detail and in the whole. was to preserve and display both historical layers -the eighteenth century painted ceiling panelling, and the nineteenth century division of space with the exuberant dentil cornice -simultaneously. Promoting the perception of aesthetic composition in its unity, a display area is placed within the dividing wall. such decision emerged as a compromise between the reality of a historical artefact and contemporary needs of the purpose of the conservation and restoration work was to stabilise the condition of the painted panelling, to clean and consolidate the paint layer, to repair the damage to the wooden structure, and to recreate the aesthetic unity of the artwork through retouching.
The gaps between planks are caulked with tow to keep the filler from falling out through cracks and to join the background surface of the mural. As the ceiling is presumably distempered with binder sensitive to water, the only option is to dry clean the surface of the mural. Because of water sensitivity, synthetic adhesive is used to fix the paint layer -5 percent Paraloid B 72 solution in acetone. The areas damaged by microorganisms are treated with biocide; also replacements and repairs are made to the wooden structure.
the retouching of the mural is based on the theory of restoration by Cesare Brandi: for him, the history of artwork and its aesthetic unity are equally valued.
12 As a guiding principle, substantial losses in painted surface and wood are not reconstructed and maximal amount of original substance in its historical authenticity is retained. only the geometry of central, architectonic elements of the composition is reconstructed. small losses in the paint layer are reduced to the background through neutral tone retouching, allowing the viewer to optically recreate the intactness of the mural and in this manner simultaneously perceive the original work and the beauty of history.
in parallel to the conservation of the panelling, the late Classicist dentil cornice is restored in both rooms 13 but based on another idea: all missing details are reconstructed using the original as a model. when co-exhibited, a curious synergy appears at the cross-section of two periods in history: the conservated restored ceiling takes on a role of a panel painting and the surrounding exuberant cornice becomes a framing.
12 Cesare Brandi, Theory of Restoration (Firenze: Nardini Editore, 2005), 50. 13 The work was carried out by ART-Restauraator.
CoNC lusioN
Plafond paintings are only a fraction of all painted ceilings in the old town of tallinn as these works demand mastery and sense of composition unnecessary when painting patterns on beams.
14 with this grand and unique ceiling, a significant contribution has been made to the history of estonian art and the city of tallinn has obtained another little pearl. An exquisite panel muralceiling painting was conserved and restored in the old town of tallinn at the rahukohtu 5 building on the Patkul viewing platform after more than a decade of exposition to unsatisfactory environmental conditions. this article provides a brief overview of the estate history and its owners, placing the conserved mural within the historical context of ceiling panelling in tallinn, and addresses the issues of simultaneous exhibition of diverse historical strata and the conception of conserving both the mural and its surrounding space.
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